	1 Precautions for Maintenance
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	Prior to maintenance, read carefully the following precautions.
The precautions described herein are intended to ensure the safe and correct maintenance of this product and to prevent damage or injury to you and your customers. To clarify the extent and severity of the possible damage or injury, the precautions are classified into two categories, “Warning” and “Caution”, based on the outcomes that may result from mishandling.
All these precautions are essential for safe operation, therefore, make sure to observe them.
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	Warning
	May cause death or serious injury to the operator.
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	Caution
	May cause injury to the operator or physical damage.
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	Warning
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	· Before you start any maintenance procedure on this product, turn off the product and disconnect the power cable.  If you have to turn on the product for any reason, do not touch the current-carrying parts.
	

	[image: image6.jpg]



	· Before you start any maintenance procedure on the motor section, turn off the product and disconnect the power cable.  If you have to turn on the product for any reason, do not touch the rotating parts.
	

	

	
	[image: image7.jpg]



	Caution
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	●When you disconnect the power cable, hold the plug by the end.  Do not handle the plug with wet hands.
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	●When replacing components, make sure to use the components indicated in the component list. Do not make any alteration to components.
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	●Immediately after prolonged operation, the motor may be too hot to handle.  Wait until the motor returns to room temperature.
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